
ATMOs MAsTic

Sticks to damp surfaces

Repairs and seals most 
materials
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LEAK & REPAIR MASTIC 



Precautions for use

Hardener: 
H315: Causes skin irritation
H319: Causes serious eye irritation
P280: Wear protective gloves/protective clothing/
eye protection/face protection
P302+352: IF ON SKIN: Wash with plenty of water
P305+351+338: IF IN EYES: Rinse cautiously with 
water for several minutes. Remove contact lenses if 
present and easy to do – continue rinsing
P332+313: If skin irritation occurs: Get medical 
advice/attention
P337+313: If eye irritation persists get medical 
advice/attention
P362: Take off contaminated clothing

Resin:
H315: Causes skin irritation
H317: May cause an allergic skin reaction
H319: Causes serious eye irritation
H411: Toxic to aquatic life with long lasting effects
P264: Wash thoroughly after handling.
P280: Wear protective gloves/protective clothing/eye 
protection/face protection
P302+352: IF ON SKIN: Wash with plenty of water
P305+351+338: IF IN EYES: Rinse cautiously with water 
for several minutes. Remove contact lenses if present and 
easy to do - continue rinsing
P337+313: If eye irritation persists get medical advice/
attention
P501: Dispose of contents/container to a center of waste

mastic 80 g

mastic 200 g

mastic cuivre

mastic acier

mastic eau   

pate

seringue cuivre

seringue acier

mastic 40 g

SOS

AtmoSani

amail beige

amail multicolor

raviv

renov

calatak 100 ml

calatak 500 ml

calatak 1L

calatak Chauffe eau

amail blanc

atmosAnet

atmosclean

penetrant 75 ml

penetrant 150 ml

Warning

www.atmosani.com

ATMOS SAS (France)
74 chemin de la chapelle St Antoine
95300 Ennery 80 g

Slow setting for ease 
of positioning even 
on damp surfaces.

Instructions for use

1 - Clean and sand the area to be repaired.
2 -  Use a blade to cut two equal slices of hardener and 

resin. Remove the wrapping from the part which has 
been cut and close the cartridge.

3 -  Mix the resin and hardener until you obtain a paste of a 
single colour without marbling. 

4 -  Firmly press ATMOS MASTIC onto the damaged 
surface, smooth with a moist finger to ensure that the 
product penetrates.  For leaks under pressure, leave the 
mixture to rest for 15 minutes before applying.
Hardens in 90 minutes at 20° C.  For rapid hardening, use a hairdryer (no flame).
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Wear gloves when using this product

ATMOS MASTIC repairs, plugs, assembles all 
materials, woods and plastics (other than 
polypropylene).
ATMOS MASTIC hardens like steel, adheres 
even under water 
and can be painted, 
drilled or sanded.

Pressure 
resistant:  

33 kg/cm2 
Max. temp:  
100° C

For small leaks use 

ATMOS PASTE


